Power Off

No Power Applied to RDA

ORDA States and Modes

Halt

Idle

No Power Applied to
Processors (Power
Manager has Power)

Ready

Operating System Loaded
and Running

Applications Loaded and
Running

Operational Mode

Normal Operations here

Test Mode

Identifies mode to RPG.
Includes all of Operational
Mode Plus:

Maintenance Mode

Wideband link to RPG
disconnected

A N
Transition Control
Shutdown RPG Test VCP's (VCP's
Startup RDA -- Master numbered above 255): Calibration
Restart Remote VCP 300
RMS
Either
Status State
On-Line Standby
Maint Required Operate . .
Maint Mandatory Off Line Operate Manual Diagnostic
Inoperative
_/
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Desired | RPG Master Remote RMS Either
Current RDA RDA
RPG x x x x RPG
releases
wa | X | X | X | X | R
releases
Remote Master Remote
RDA x RDA x x RDA
takes releases
RMS x x x x RMS
releases
Either RPG Master Remote RMS x
takes RDA RDA takes
takes takes
Control Definition
RPG ICD This control is defined by the RDA-RPG ICD. This is called
“Remote” in the RDA-RPG ICD.
Master Local This is the terminal at the RDA (previously known as MMI).
RDA This is used to keep any remote users from controlling the
system. Local Host allows all functionality of the system.
Remote RS232 | Allows remote users to control the system (including MSCF
RDA or Equipment). Also allows the local terminal (Local Host) to
TCP/IP | control the system. Analogous to the current “Local” control. In
RDA HCI, not all off-line maintenance is possible. Only 1 HCI
connection has command authority at a time.
RMS ICD Defined by the RDA-RMS ICD.
Either Local Control is available to the first device requesting it. No one is

actually in control.




